From: Delano, Frances

To: Zeno, Denise

Cc: Schofield, Susan

Subject: FW: letter for Denise.

Date: Monday, May 20, 2013 2:07:36 PM
Attachments: Cabo Rojo_Letter for DNR Permit.docx

Cabo Rojo Groundwater Contamination Superfund Site Summary.docx
Fiqurel MonitoringWell locationDNR_rev.pdf

Denise,

These are the two letters we need to add to the permit request package. In addition to our revise
figure and other forms which | will send to you for the email to Nelson. If there are any changes
write on the figure and send it in an email and | will update the figure. Please note that | will send
one figure as they require topo 1:20,000 scale which will look very different to this one and this
one. As soon as you send me the letter | will be able to submit the permit request.

Frances

From: Schofield, Susan

Sent: Monday, May 20, 2013 1:55 PM

To: Delano, Frances

Subject: letter for Denise.

The letter from Denise to DNR needs the name of her EPA attorney and the attorney’s phone
number.

Susan E. Schofield, P.G.

CDM Smith

1225 Ponce de Leon Avenue

VIG Tower, Suite 603

San Juan, PR 00907

schofieldse@CDMSmith.com

787-722-5428

203-645-2549 (mobile)
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BY HAND DELIVERY



May 14, 2013



Department of Natural Resources

Attn: Nelson Velázquez Reyes 

PO Box 366147

San Juan, Puerto Rico 00936



Re:	Cabo Rojo Groundwater Contamination Site, Cabo Rojo, Puerto Rico

Monitoring Well Installation Permit



Dear Mr. Velázquez:



The U.S. Environmental Protection Agency (”EPA”) is conducting a Remedial Investigation and Feasibility Study (“RI/FS”) related to the Cabo Rojo Groundwater Contamination Site (“Site”) in Cabo Rojo, Puerto Rico under the Comprehensive Environmental Response, Compensation, and Liability Act, as amended, (”CERCLA”), 42 U.S.C. §§ 9601-9675, also known as the federal “Superfund” law.



On March 10, 2011, the Site was placed on the National Priorities List, established under Section 105(a) of CERCLA, 42 U.S.C. § 9605(a), to prioritize known “releases or threatened releases” of hazardous substances.  EPA is currently performing the field investigation for the RI/FS to determine the nature and extent of the groundwater contamination at the Site and to determine the nature of the remedial action may be needed to address the contamination.  RI/FS activities will include installation of monitoring wells and soil, groundwater, surface water, and sediment sampling.  It is currently anticipated that monitoring well installation of shallow overburden wells will begin during the week of May 20, 2013. 



This letter seeks your cooperation in providing monitoring well permit equivalencies to EPA for up to 14 overburden wells in the locations shown on the attached figures.  This also serves as an authorization to CDM Smith’s representative, Frances Delano, to submit and follow up on this request.  



If you have any questions regarding this matter or the activities that will be conducted or you would like to discuss this matter with EPA, you may call me at (212) 637-4319.  If there are questions of a legal nature, your attorney may contact INSERT NAME at (212) 637-XXXX.  We appreciate your attention to this matter.



Sincerely yours,







Denise Zeno

Remedial Project Manager



Enclosure






May 16, 2013

Department of Natural Resources

Attn: Nelson Velázquez Reyes 

PO Box 366147

San Juan, Puerto Rico 00936



Re:	Cabo Rojo Groundwater Contamination Site Investigation Summary, Cabo Rojo, Puerto Rico

	Monitoring Well Installation Permit



Dear Mr. Velázquez:

The site is located in the Bajura ward in Cabo Rojo in southwestern Puerto Rico. Cabo Rojo is serviced by the Cabo Rojo Urbano public water system which is maintained by the Puerto Rico Aqueduct and Sewer Authority (PRASA). The system is supplied by six wells (Hacienda La Margarita, Cabo Rojo 1, Cabo Rojo 2, Cabo Rojo 3, Club de Leones, and Ana Maria) and one surface water source which serves an estimated population of 46,911 people. The Ana María well acts as an independent system which serves approximately 1,856 people. The Ana Maria and Club de Leones wells are located at Pueblo Norte and Bajura wards, respectively. The Ana Maria and Club de Leones wells are currently active with volatile organic compound (VOC) detections at concentrations below federal maximum contaminant levels (MCLs). The site is currently defined as a groundwater plume with no identified source(s) of contamination. Groundwater samples collected from the Cabo Rojo Urbano public water system from 2004 to 2010 indicated that chlorinated solvents tetrachloroethene (PCE), trichloroethene (TCE), and/or 1,1-dichloroethene (1,1-DCE) were detected in the Ana Maria and Club de Leones wells. 



The aquifers of concern include the overburden, which consists of bedded sand and gravel alluvium, and the underlying by limestone. The two aquifers are expected to be connected and the primary source of groundwater at the site is the bedrock portion of the aquifer. Groundwater flow is likely influenced by pumping at the public water-supply wells and the cone of depression created by the pumping. According to information published by the United States Geological Survey (USGS), the Club de Leones well is 150 feet deep with an open or screened section from 90 to 150 feet and the Ana María well is 200 feet deep with an open or screened section from 40 to 200 feet. 



CDM Smith, on behalf of EPA, mobilized to the Site in April 2013 to begin investigations of six identified potential source areas (PSAs) of contamination identified in the two public supply wells. As part of the investigations, up to 14 shallow (overburden) and up to 5 bedrock monitoring wells will be installed. The purpose of the wells is to identify contamination from PSAs that may be impacting the public supply wells with chlorinated VOC contamination. 



The field program calls for the shallow overburden monitoring wells to be installed before the bedrock wells. The shallow wells will be completed as conventional single screen (10-foot screens) wells. The bedrock wells will be completed as multiport wells utilizing FLUTe multiport systems. Geophysical testing and discrete groundwater sampling will be performed on the bedrock wells to assist with determination of the port intervals. 
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